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(5) 12 seconds of visible emissions per
charge, as determined by the proce-
dures in §63.309(d)(2).

§63.303 Standards for
coke oven batteries.

nonrecovery

(a) Except as provided in §63.304, on
and after December 31, 1995, no owner
or operator shall cause to be dis-
charged or allow to be discharged to
the atmosphere coke oven emissions
from each affected existing non-
recovery coke oven battery that exceed
any of the following emission limita-
tions or requirements:

(1) For coke oven doors;

(i) 0.0 percent leaking coke oven
doors, as determined by the procedures
in §63.309(d)(1); or

(ii) The owner or operator shall mon-
itor and record, once per day for each
day of operation, the pressure in each
oven or in a common battery tunnel to
ensure that the ovens are operated
under a negative pressure.

(2) For charging operations, the
owner or operator shall implement, for
each day of operation, the work prac-
tices specified in §63.306(b)(6) and
record the performance of the work
practices as required in §63.306(b)(7).

(b) No owner or operator shall cause
to be discharged or allow to be dis-
charged to the atmosphere coke oven
emissions from each affected new non-
recovery coke oven battery subject to
the applicability requirements in
§63.300(b) that exceed any of the fol-
lowing emission limitations or require-
ments:

(1) For coke oven doors;

(i) 0.0 percent leaking coke oven
doors, as determined by the procedures
in §63.309(d)(1); or

(if) The owner or operator shall mon-
itor and record, once per day for each
day of operation, the pressure in each
oven or in a common battery tunnel to
ensure that the ovens are operated
under a negative pressure;

(2) For charging operations, the
owner or operator shall install, oper-
ate, and maintain an emission control
system for the capture and collection
of emissions in a manner consistent
with good air pollution control prac-
tices for minimizing emissions from
the charging operation;

§63.304

(3) 0.0 percent leaking topside port
lids, as determined by the procedures
in §63.309(d)(1) (if applicable to the new
nonrecovery coke oven battery); and

(4) 0.0 percent leaking offtake sys-
tem(s), as determined by the proce-
dures in §63.309(d)(1) (if applicable to
the new nonrecovery coke oven bat-

tery).

§63.304 Standards for compliance date
extension.

(a) An owner or operator of an exist-
ing coke oven battery (including a
cold-idle coke oven battery), a padup
rebuild, or a brownfield coke oven bat-
tery, may elect an extension of the
compliance date for emission limits to
be promulgated pursuant to section
112(f) of the Act in accordance with sec-
tion 112(i)(8). To receive an extension
of the compliance date from January 1,
2003, until January 1, 2020, the owner or
operator shall notify the Adminis-
trator as described in §63.311(c) that
the battery will comply with the emis-
sion limitations and requirements in
this section in lieu of the applicable
emission limitations in §63.302 or
63.303.

(b) Except as provided in paragraphs
(b)(4), (b)(5), and (b)(7) of this section
and in §63.305, on and after the dates
specified in this paragraph, no owner or
operator shall cause to be discharged
or allow to be discharged to the atmos-
phere coke oven emissions from a by-
product coke oven battery that exceed
any of the following emission limita-
tions:

(1) On and after November 15, 1993;

(i) 7.0 percent leaking coke oven
doors, as determined by the procedures
in §63.309(d)(1);

(ii) 0.83 percent leaking topside port
lids, as determined by the procedures
in §63.309(d)(1);

(iii) 4.2 percent leaking offtake sys-
tem(s), as determined by the proce-
dures in §63.309(d)(1); and

(iv) 12 seconds of visible emissions
per charge, as determined by the proce-
dures in §63.309(d)(2).

(2) On and after January 1, 1998;

(i) For coke oven doors:

(A) 4.3 percent leaking coke oven
doors for each tall by-product coke
oven battery and for each by-product
coke oven battery owned or operated
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